
M E M B E R  C O M P A N Y

Based on ASTM A 653 structural steel.

Values in row “S” are based on strength.

of
1/180th span.

Web crippling not included in strength
calculation. See example.

Limit States Design principles were used in
accordance with CSA Standard S136-1 .
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LOAD TABLE | Maximum Uniformly Distributed Specified Loads (psf).

SECTION PROPERTIES | Per Foot of Width

Base Steel
Thickness Weight [G90]

(psf)
Yield Stress

(ksi) Moment of Inertia
(in4)

LLF = 1.50; IMPF = 0.90; NORMAL OCCUPANCY = 1.0
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Y.S.* (ksi)

36" | 914mm  Wall Application 

31/8” | 79.4mm

413/32” | 112mm 

17/16” | 37mm

6“ | 152mm 

COLOUR 30" | 762mm  Roof Application (overlap 2 ribs) 

15/8“ | 41mm 
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M E M B E R  C O M P A N Y

LIMIT STATES DESIGN

LOAD TABLE | Maximum Uniformly Distributed Specified Loads (kPa).

SECTION PROPERTIES | Per Metre of Width

LLF = 1.50; IMPF = 0.90; NORMAL OCCUPANCY = 1.0

36" | 914mm  Wall Application 

31/8” | 79.4mm

413/32” | 112mm 

17/16” | 37mm

6“ | 152mm 

COLOUR 30" | 762mm  Roof Application (overlap 2 ribs) 

15/8“ | 41mm 
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